
Frequency in MHz

0.05
45
25
12
10
5
5
5

0.1
70
50
25
10
10
10
10

0.15
80
55
45
30
20
20
20

0.5
80
80
70
65
55
55
55

1
80
76
80
79
70
70
70

5
80
60
66
72
80
65
65

10
78
55
60
66
80
80
80

30
65
45
60
57
70
62
43

Frequency in MHz

0.05
45
25
12
10
5
5
5

0.1
50
40
20
10
10
10
10

0.15
60
50
40
20
20
20
20

0.5
60
50
40
40
40
40
40

1
70
60
60
60
60
50
50

5
65
55
55
55
58
45
50

10
60
50
45
50
50
42
45

30
55
45
40
45
45
40
40

Frequency in MHz Frequency in MHz

0.05
10
10
10
15
15
20
20

0.1
15
15
15
20
20
25
25

0.15
20
20
20
23
23
30
30

0.5
70
70
70
45
45
60
50

1
50
50
50
60
50
65
65

5
65
65
65
55
65
70
70

10
70
70
70
55
55
72
75

0.05
10
10
10
15
15
20
20

0.1
15
15
15
20
20
25
25

0.15
20
20
20
23
23
30
30

0.5
70
70
70
45
45
60
50

1
50
50
50
60
50
65
65

5
65
65
65
55
65
70
70

10
70
70
70
55
55
72
75

30
60
60
60
60
60
60
60

30
60
60
60
60
60
60
60

Model No.
 

0923M.00121.00
0923M.00321.00
0923M.00721.00
0923M.01021.00
0923M.01521.00
0923M.02021.00
0923M.03021.00

21-22

Features 
High Voltage, High Performances, Wide range Double stage Power Line
filters  Available with Fast-On, Screws, Terminal Block or Wire Exit terminals.
 
Typical Applications 
Lighting Equipment, Medical Applications and Controls / Communication 
Systems operating at 277VAC and 300VAC.

Features  
Low leakage current, High Voltage, Medical Type, Double Stage, Single Phase Power
Line Filters Available with Fast-On, Screws, Terminal Block or Wire Exit terminal.

Typical Applications  
Lighting Equipment with very low leakage current requirements and Medical Applications 
Systems operating at 277VAC and 300VAC.

 0923 - Electrical Schematic

0923M - Electrical Schematic

Technical Data
Rated Voltage

Rated Current 

Operating Frequency

Hipot Rating

             Line to Line

             Line to Ground

Case

Packaging Quantity

Leakage Current 0923 Series

       @ 300 VAC 60Hz

Leakage Current 0923M Series�� 

       @ 300 VAC 60Hz    

IP Standard   

Climatic category   

1.5mA Max.

5!A Max. 

65

25/85/21 

300VAC

1 - 30A @ 40ºC 

50 / 60Hz 

 

1450V DC 

2250V DC 

CRS Ni. Plated

60/45 pcs per carton

0923 Model No.

0923.00121.00
0923.00321.00
0923.00721.00
0923.01021.00
0923.01521.00
0923.02021.00
0923.03021.00

0923M Model No.

0923M.00121.00
0923M.00321.00
0923M.00721.00
0923M.01021.00
0923M.01521.00
0923M.02021.00
0923M.03021.00

Rated Current
@ 40ºC

1
3
7

10
15
20
30

�:�K�X�S�O�T�G�R���5�V�Z�O�U�T�Y

0923 / 0923M/21 Mechanical Outlines

0923 / 0923M/21 Mechanical Dimensions (mm)

Insertion Loss in dB measured in a 50" system

Model No.
  

0923.00121.00
0923.00321.00
0923.00721.00
0923.01021.00
0923.01521.00
0923.02021.00
0923.03021.00

Model No.
 

0923M.00121.00
0923M.00321.00
0923M.00721.00
0923M.01021.00
0923M.01521.00
0923M.02021.00
0923M.03021.00

Model No.
 

0923.00121.00
0923.00321.00
0923.00721.00
0923.01021.00
0923.01521.00
0923.02021.00
0923.03021.00

Model No.
 

0923M.00121.00
0923M.00321.00
0923M.00721.00
0923M.01021.00
0923M.01521.00
0923M.02021.00
0923M.03021.00

Model No.
0923.00121.00
0923.00321.00
0923.00721.00
0923.01021.00
0923.01521.00
0923.02021.00
0923.03021.00

Model No.
0923M.00121.00
0923M.00321.00
0923M.00721.00
0923M.01021.00
0923M.01521.00
0923M.02021.00
0923M.03021.00

A
51.7
51.7
51.7
65.5
63.2
92.5
100

B
47.5
47.5
47.5
55
52
58
84

C
30.3
30.3
30.3
30
38
41
57

D
62
62
62
75
75

105
95

E
21
21
21
27
25
30

150.6

F
71
71
71
85
85
115
105

G
5.3*6.3
5.3*6.3
5.3*6.3
5.3*6.3
2*4.8
5*6.8

4.5*6.5

H
19.3
19.3
19.3
19.5
27.5
29
44

I
12.3
12.3
12.3
12.3
12.3
13
37

J
0.6
0.6
0.6
0.6
0.6
0.8

50.8

K
20.5
20.5
20.5
21.5
13.5
13.5
20.5

0923M/21 Series
Low Leakage Current High Voltage Medical Type Single
Phase Double Stage Filters

0923/21 Common Mode 0923M/21 Common Mode

0923/21 Differential Mode 0923M/21 Differential Mode

All dimensions in mm,1 inch=25.4 mm

For reference purpose only

0923/0923M/21
High  Vo ltage, General Purpose  an d Me dica l Type
Doub le Stag e Filters for t he Lig hti ng I ndus try  an d
High  Relia bil ity  Appli cat ions

RoHS Compliance

0923/21 Series
High Voltage, Single Phase Double stage Filters
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LCR  El ect ron ics , In c.
9 South Forest Ave, Norristown, PA 19401.
Tel: +1-610-278-0840   Call: 1-800-LCR4EMC    E-mail: sales@lcr-inc.com

Other specifications, requirements and customizations can be provided upon request.

www.lcr-i nc.com  

Please mark terminal type at the end of the P/N when ordering or inquirying 

Front View
Top View

Front View
Top View

Front View

Top View

A B C

Mechanical 
Diagram 

A
A
A
A
A
B
C

Unit Weight 
(g)

152
152
152
215
225
335
850

In��
Faston 6.35*0.8 / M4
Faston 6.35*0.8 / M4
Faston 6.35*0.8 / M4
Faston 6.35*0.8 / M4
Faston 6.35*0.8 / M4
Faston 6.35*0.8 / M4

M4 / M6

Out��
Faston 6.35*0.8 / M4
Faston 6.35*0.8 / M4
Faston 6.35*0.8 / M4
Faston 6.35*0.8 / M4
Faston 6.35*0.8 / M4
Faston 6.35*0.8 / M4

M4 / M6


